# 



-2- 



POU9-2000-0020-US1 



"Method, System And Program Products For Modifying Globally Stored Tables Of A 
Client-Server Environment," Uceda-Sosa et al., Serial No. 09/583,585, filed May 31, 2000; 

"Method, System And Program Products For Concurrent Write Access To A Global 
Data Repository," Uceda-Sosa et al, Serial No. 09/584,523, filed May 31, 2000; and 
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In the Claims: 



Please^dd the following new claims: 



4. (Now) The method of claim 1, wherein the determining is performed by a 
client request brot er. 



5. (N 
least one ping message 



qw) The method of claim 1, wherein the determining comprises causing at 
to be sent to the server. 



6. (N 
plurality of ping 



7 

plurality 
interval. 

8. 

workload level 



sw) The method of claim 5, wherein the causing comprises causing a 
messages to be sent to the server. 



(tf ew) The method of claim 6, wherein the causing comprises causing the 
of ping (messages to be sent to the server in accordance with a dynamic ping 



\few) The method of claim 7, wherein the dynamic ping interval is based on a 
of the server. 



9. ( New) The method of claim 6, wherein the determining comprises 
determining thi t a predetermined number of the plurality of ping messages have failed. 
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10. (New) T le method of claim 1, wherein the connecting comprises first 
determining that the another replicated server is available. 

1 1 . (New) Tlhe method of claim 1 0, further comprising: 

routing non-idempotent client requests from the another replicated server to 
the server if th<; server is still part of the group; and 



replicated serv er. 

12. (New] The system of claim 2, wherein the means for determining comprises 
means for determining by a client request broker. 

13. (New) The system of claim 2, wherein the means for determining comprises 
means for causing aft least one ping message to be sent to the server. 

14. (New) The system of claim 13, wherein the means for causing comprises 
means for causing/a plurality of ping messages to be sent to the server. 

15. (Njbw) The system of claim 14, wherein the means for causing comprises 
means for causing the plurality of ping messages to be sent to the server in accordance with a 
dynamic ping interval . 

16. (New) The system of claim 15, wherein the dynamic ping interval is based on 
a workload level of the server. 

1 7. iNew) The system of claim 14, wherein the means for determining comprises 
means for determining that a predetermined number of the plurality of ping messages have 
failed. I 



sendin; 



Li 5 



results of processing the non-idempotent client requests to the another 



18. (New) The system of claim 2, wherein the means for connecting comprises 
means for first determining that the another replicated server is available. 
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19. (New)TI 



server to the set 
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e system of claim IS, funhcr comprising: 



means fo : routing non-idcmpotenl client requests from the another replicated 



er if the server is still pan of the group; and 



means for sending results of processing the non-idempotent client requests to 
the another replicated server. 

20. (New) frhe at least one program storage device of claim 3, wherein the 
determining is performed by a client requesi broker. 

2 1 . (Ncwj The at least one program srorage device of claim 3, wherein the 
determining comprises causing at least one ping message to be sent to the server. 

22- (New) The at least one program sLorage device of claim 21, wherein the 
causing comprises causing a plurality of ping messages to be sent to the server. 

23. (New) The at least one program storage device of claim 22, wherein the 
causing comprises! causing the plurality of ping messages to be sent to the server in 
accordance with a 



24. (N 
dynamic ping 



dynamic ping interval. 

w) The at least one program storage device of claim 23, wherein the 
interval is based on a workload level of the server. 



25. (H 
determining comprises 
messages have fa led. 



ew) The at least one program storage device of claim 22, wherein the 
es determining that a predetermined number of the plurality of ping 



(New) 



26. 

connecting composes 



27. (N 
comprising: 



The at least one program storage device of claim 3, wherein the 
ises first determining that the another replicated server is available. 



iw) The at leasi one program storage device of claim 26, further 
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